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CUSTOM SOLUTIONS

ML306008 Variable Pitch Change Device

Major Benefits
•	Number of vertical pneumatic actuators available
•	Vertical travels can be ordered as needed
•	Optional fine stroke adjustments
•	Precising linear motion X + Z
•	Easy installation and programming
•	 Increased production and lower maintenance costs
•	Multiple motor choices available
•	Other configurations available
•	Can be supplied with grippers or vacuum

C
P

30
6

0
0

8

(Continued on next page)

SPECIFICATIONS ML306008
MINIMUM OPERATING PRESSURE 20 psi 
OPERATING TEMPERATURE -20° to 80°F
VERTICAL REPEATABILITY +/-0.001
ELECTRIC MOTOR: Closed Loop Step Motor

24 VDC
MAX HOLDING TORQUE: 8.88 lb-in

Optional tooling to fit your 
application requirement
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Extend View
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M4 x 0.7-6H THREAD
2 mm DOWEL

4X M4 x 0.7-6H THREAD

2X 4 mm DOWEL

1.330
[34]

0.551
[14]

1.102
[28.0]

14.184
[360.3]

8.110
[206.0]

4.055
[103.0]

DISTRIBUTOR SUPPLIED 
“HOME” SWITCH 

3.102
[78.8]

0.118
[3.0]

3.740
[95.0]

0.394
[10.0]

8.563
[217.5]

5.834
[148.2]
5.250 

[133.4]

4.837
[122.9]

7.337
[186.4]

0.125 
[3.2]

CUSTOMER TOOLING 
INTERFACE

0.500 
[12.7]

NOTE:
1) ALL DIMENSIONS ARE FOR REFERENCE ONLY. 

STANDARD TITLE BLOCK DIMENSIONS DO NOT APPLY.

5X M3 x 0.5-6H THREAD 
(CUSTOMER MOUNTING)

14X M3 x 0.5-6H THREAD 
(PORT)

1.772
[45.0]

2X DISTRIBUTOR SUPPLIED 
SWITCH AND SWITCH BRACKET

1.220 [31.0] 
FULL OPEN POSITION

0.510
[13.0]

5.621
[142.8]

COVER OVER 
BELT TENSIONER


