
BENEFITS
n	 High torque, heavy duty

n	 Wide variety of options and accessories

n	 Free floating aluminum pistons with pressure and 
wear compensating piston seals provide long life 
and low friction

n	 Heavy duty sealed ball bearings ensure shaft 
stability under heavy and high impact loading

n	 Double rack for increased torque capability 

n	 Output torque at 5100 in-lb at 90 psi
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Rotary Actuator for
Solar Panel Manufacturing
ML #309840

2.028
[51.5]

2.972
[75.5]

2X .04 +.01/-.00 [1.0 +.3/-.0]
x 45" CHAMFER (1X EACH END)

FACE OF PINION TO FACE OF
BODY (BOTH SIDES)

.190 +.044 -.020
[4.8 +1.1 -0.5]

5.000
[127.0]

10.500
[266.7]

SQ 4.528
[115.0]

SQ 4.528
[115.0]

2X 62516-1 SWITCH INCLUDED
AND INSTALLED APPROXIMATELY
AS SHOWN. CUSTOMER TO MAKE

FINAL ADJUSTMENT.

8X 3/4-10 UNC-2B THREAD
X 1.125 [28.6] DP (4X EACH SIDE) 4.250

[108.0]

5.000
[127.0]

6.750
[171.5]

22.862 [580.7]

.2505
[6.4]

100� +10
          0

TOTAL STROKE

1.246
[31.6]

1.246 ±.001
[28.6 ±0.03] DP

2.028 [51.5]

4X 3/8-18 NPT PORT

2X
20.844
[526.4]

2.500
[63.5]

1.009
[25.6]

3.000
[76.2]

4X 3/4-10 UNC -2B THREAD
X 1.125 [28.6] DP

1.009
[25.6]

APPLICATION 
The rotary actuator is used to close a door on a vacuum 
chamber. It is critical that the force of the rotary can withstand 
the force of the chamber.


