
Curing Press - Tire Manufacturing

Curing Press Water Cylinder
ML#310536

BENEFITS
n	 3-1/4 in bore with 44 in stroke

n	 Trunnion mount

n	 Longer life than competitor units

n	 Piston wear band to maximize piston seal life

n	 Double rod seal to prevent leakage

n	 Stainless steel construction and electroless nickel  
plating to prevent corrosion

n	 Drop in replacement for quick changeover
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1 1/4-12 UNF

3/8-18 NPT 3/8-18 NPT

1-3/16 ACROSS FLATS

4X .19 X 45° CHAM
(CAP ONLY)

51.080

4.000

4.000

2X 1.000

Ø 1.375
(ROD)

2X Ø 

TRUNNION PIN

SQ 3.750
1.300

10.750

2.390

1.450

.104
2.779

2.175 .563

Ø 1.998

4X .423
4X .450

SQ 2.938

NOTES:
1) ALL DIMENSIONS REFERENCE ONLY
2) UNIT SPECIFICATIONS:     
BORE: 3-1/4 INCH     
STROKE: 44 INCH     
MOUNTING: TRUNNION
RATED FOR HIGH WATER BASE FLUIDS     
250 PSI WATER     
100° F WATER TEMPERATURE

1.0000
.9978

SQ 3.625 
CAP ONLY


