
MAGGRIP14A

MAGNETIC GRIPPER
MODEL 86560

No expensive tooling

Variability of part pickup

Compact size

No electric lines required
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86560 x ---

MAGNET 
STRENGTH

BORE
1 = 12 mm
2 = 16 mm
3 = 20 mm
4 = 25 mm
5 = 32 mm
6 = 40 mm
7 = 50 mm
8 = 63 mm
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BASE MODEL NUMBER SEALSDESIGN NUMBER
3 = IMPERIAL
6 = METRIC

1 = BUNA-N (STANDARD)
2 = FLUORO-ELASTOMER
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PHD MODEL# MAX PULL FORCE (lb)

86560-41-x-1 0.500

86560-42-x-1 2.500

86560-43-x-1 4.500

86560-44-x-1 11.000

NOTE: MAX PULL FORCE IS BASED ON STATIC APPLICATION, EACH 
APPLICATION AND DYNAMIC MOTION MUST BE TESTED AND 
REVIEWED TO DETERMINE ACTUAL FORCE REQUIREMENTS.

NOTE: ADDITIONAL 
SIZES AVAILABLE

NOTE: FORCES ON A 
SCALE FROM LOW BEING 1 
TO HIGHEST BEING 4

© Copyright 2014 PHD, Inc. - All rights reserved.
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BENEFITS
n	 No expensive tooling

n	 1 less axis of motion

n	 Variability of part pickup

n	 Compact size

n	 Stainless steel cap improves durability

n	 Multiple sizes available based on customer application

n	 Cost-effective solution

n	 No electric lines required

BENEFITS: 86560 Magnetic Gripper

wear ring provides piston  
support and increases durability

CR cylinder style extrusion allows for 
multiple stroke or bore configurations

stainless steel head 
prevents impact damage

polymer shock pad 
increases friction contact  

and minimizes damage
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PHD, Inc.
9009 Clubridge Drive

P.O. Box 9070, Fort Wayne, Indiana 46899  U.S.A.
Phone (260) 747-6151 • Fax (260) 747-6754

www.phdinc.com • phdinfo@phdinc.com

PHDinEurope GmbH
Arnold-Sommerfeld-Ring 2
52499 Baesweiler, Germany

Tel. +49 (0)2401 805 230 • Fax +49 (0)2401 805 232
www.phdinc.com • info@PHDinEurope.de

DIMENSIONS: 86560 Magnetic Gripper

.197
[5]

.709
[18]

1.100
[27.9]

1.100
[27.9]

2.694
[68.43]

.750
[19.05]

.348
[8.84]

.256
[6.5]

1.430Ø

Ø

[36.32] PAD OD

1.181
[30] PAD ID

2X M4 x 0.7 THREAD x .276 DP
(FOR USE WITH CUSTOMER 
SUPPLIED EXTERNAL PROX SENSOR)

2X 1/4-20 THREAD

[2X M6 THREAD

x  .875 DP

x  22.5 DP]

2X 10-32 x 
 .156 DP PORTS

[2X M5 x 0.8 
 4 DP PORTS]

.236
[5.99]

2X

.798
[20.26]

1.756
[44.59]


	Ordering Data
	Benefits
	Dimensions

